
Gearboxes for 



D E S I G N E D  F O R  H E A V Y  D U T Y  A P P L I C A T I O N S

WAF/LAF 2346 –  7760





1) Gearbox standard design (dry). Dimensions and weights not strictly binding. Subject to change.
*Gearbox housing of types LAF 2346, 2365, 4545 - 7770 see top right view, all other WAF and LAF housings see top left and top center view.

730 1550 162 550 630 560 600 600 720 200 1475 1800 6000 5200
920 1780 162 600 730 660 600 600 820 200 1470 1800 7000 6300
1050 2120 162 600 770 760 600 600 920 200 1470 1800 8000 7000
900 2120 162 650 875 865 700 700 1085 200 1480 1800 10000 9200
790 1660 167 600 660 600 560 560 760 200 1540 1870 7100 6400
930 1880 167 650 770 710 700 700 870 200 1550 1870 8500 7800
930 2100 167 650 850 815 700 700 975 200 1550 1870 10400 9700
1150 2380 167 670 970 925 700 700 1095 200 1570 1870 11500 10800
930 1880 187 650 770 650 600 750 810 235 1630 1970 8900 8000
960 1980 187 670 810 765 600 750 935 235 1655 1970 10500 9500
1240 2400 187 710 935 885 730 750 1065 235 1695 2050 12600 11100
1480 2750 187 710 1055 1010 730 750 1190 235 1695 2050 14100 13100
1100 1980 195 670 810 690 700 900 860 250 1725 2090 11600 9000
1275 2240 195 710 870 815 700 900 995 250 1765 2090 13200 11800
1395 2420 195 750 980 935 700 900 1135 250 1870 2090 16000 13800
1600 2700 195 800 1110 1055 700 900 1255 250 1710 2090 18000 17000
1275 2240 217 710 870 735 950 900 915 265 1870 2220 15000 12000
1280 2280 217 750 930 880 950 900 1080 265 1875 2220 17000 13800
1500 2450 217 800 1040 1000 1000 900 1260 265 1915 2220 18000 17000
1280 2280 217 750 930 800 900 900 1000 305 1985 2390 17000 15500
1300 2300 217 800 910 900 900 900 1100 305 2030 2390 19000 16500
1500 2450 217 900 1040 1050 1000 900 1310 305 2110 2390 20500 17500

Reverse-reduction/ 
Reduction gearbox  
with hydraulically  
operated clutches.  

Seen from propeller onto 
engine flywheel in  
direction of travel ahead



1) Gearbox standard design (dry). Dimensions and weights not strictly binding. Subject to change.

1160 1980 162 550 600 560 1250 160 198 1485 1800 7200 6500
1000 2180 162 600 680 660 1250 160 198 1470 1800 7500 6800
1481 2100 162 600 770 760 1290 350 198 1470 1800 9400 8600
1240 2060 167 600 660 600 1150 160 198 1540 1880 8200 7500
1550 2430 167 650 770 710 1200 160 198 1550 1880 9800 9100
1450 1950 187 650 710 650 1350 160 237 1630 1970 10500 9600
1600 2470 187 670 820 765 1300 170 237 1655 1970 11800 10800
1545 2050 197 670 740 690 1350 400 251 1725 2080 13000 12500
1550 2150 217 710 780 735 1350 445 263 1875 2210 15200 14200
1810 2590 217 750 920 880 1380 445 263 1875 2210 17600 16600

Reverse-reduction/ 
Reduction gearbox  
with hydraulically  
operated clutches.  

Reverse-reduction  
gearbox for propulsion  
with fixed pitch propeller

Reduction gearbox with 
built-in cluth for propulsi-
on with controllable  
pitch propeller





O P T I O N S  A N D  F E A T U R E S




